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PROPOSED VIDEO EXISTING SIGNALS NEMA PHASING
DETECTION
1+2+3 9,10+.114+12 n2 A3
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B4 OPERATION

B4 ALT.

NOTE =

— PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT DOPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS

A. INSTALL 24 IN. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE.
B. INSTALL 12 IN. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING FOR CROSSWALKS.
C. USE EXISTING HANDHOLE.
D. USE EXISTING CONDUIT. -
E. DISCONNECT AND ABANDON EXISTING MICRO-LOOP PROBE SET, REMOVE CABLES FROM EX. CONDUITS,
EX. HANDHOLES. EX. SIGNAL STRUCTURES AND CONTROLLER.
F. USE EXISTING POLE MOUNTED CABINET AND EX. CONTROLLER.
G. INSTALL MICROLOOP PROBES WITH 1,000 FT. LEAD-IN CABLE. (TO BE PLACED IN THRU LANE ONLY).
H. INSTALL 1 IN. LIQUID—TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT. (FOR DETECTOR WIRE SLEEVE).
J. INSTALL VIDEQ DETECTION CAMERA ON EXISTING MAST ARM.
K. DISCONNECT AND ABANDON EXISTING LOOP DETECTOR CABLES REMOVE CABLES FROM EX. CONDUITS. EX. HANDHOLES.
EX. SIGNAL STRUCTURES AND EX. CONTROLLER.
L. INSTALL GROUND MOUNTED SIGN ON 4”X 6" WOOD SUPPORTS.
M. INSTALL ELECTRICAL HANDHOLE.
N. INSTALL 3” PVC SCHEDULE 80 ELECTRICAL CONDUIT-BORED.
0. ADJUST EXISTING HANDHOLE TO PROPOSED RAMP GRADE.
GEOMETRIC LEGEND
— EXISTING
PROPOSED
UTILITY LEGEND
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————6—— —GAS MAIN
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GENERAL NOTES ‘ 1
S ———
1. FOR FINAL PAVEMENT MARKINGS AND PROPOSED SIGNAGE. OTHER THAN THOSE 70 TOWSON
DETAILED ON THE PLAN, REFER TO THE PAVEMENT MARKING PLANS.
ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS.
2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE PROJECT.
3, THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLES TO THE
APPROPRIATE TERMINALS AND PROPERLY LABELING EACH CABLE.
4. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITIY
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
5. VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE SHA.
STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
sm STATE HIGHWAY ADMINISTRATICN
OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION
MD 45 (YORK ROAD)
AT CROS5 CAMPUS DR.
TOWSON, MARYLAND
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